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Raindance® Showerpipe
Becomes an overhead shower with a simple click.

Brilliantly simple: The Raindance Showerpipe is an innovative shower system for 
exposed installations, allowing you to easily upgrade your shower for Shower 
Fun XXL. The Raindance Showerpipe can be installed at any time and simply 
replaces the old mixer. It offers you a wide shower spray without the need for 
complex concealed installation.

Simply brilliant: Raindance Connect Showerpipe – the fastest connection to a 
large rain shower. No time-consuming reconstruction – simply remove the old 
hand shower and screw Raindance Connect to the wall. With a simple click, the 
hand shower becomes an overhead shower! From a wide and central perch, the 
water pours down onto your head and shoulders. Raindance Connect can be 
used wherever a hand shower is already installed. With its simple, clean design 
it fits into every bathroom!
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Click!

Raindance® Showerpipe

Product description

Raindance Showerpipe 240 mm
# 27160, -000
Includes:
–  thermostat for exposed installation 

with shut-off/diverter valve
–  integrated hot water stop at 38°C
–  water-conducting wall bar with 

chromed shower support
– shower hose Isiflex 1.60 m
–  Raindance S 100 AIR 3jet hand 

shower with 3 spray modes
–  Ø 240 mm chromed brass plate 

overhead shower  
–  shower arm with brass wall 

mounting plate and chromed wall 
escutcheon

–  all showers equipped with AIR 
function and Rubit cleaning 
system

Raindance Showerpipe 180 mm 
EcoFlow 
# 27165, -000
–  like # 27160, -000, but with 

Ø 180 mm overhead shower 
–  integrated flow dimmer 9.5 l/min 

in hand shower and overhead 
shower

Raindance Connect Showerpipe
Simply brilliant: Plug the hand 
shower into the Rain Connector 
to activate the overhead shower 
– without the need to switch 
over, the water is automatically 
directed through the shower 
bar. When detached, the pipe 
leading to the overhead shower 
drains completely.

Hand shower function Overhead shower function

Raindance Connect
Showerpipe 240 mm, 
Shower arm 350 mm
#27421, -000
–  like # 27164, -000, but with brass 

wall mounting plate and chromed 
wall escutcheon

Raindance Connect
Showerpipe 180 mm
EcoFlow, Shower arm 460 mm 
#27421, -000
–  like # 27164, -000, but with 

Ø 180 mm overhead shower with 
integrated flow dimmer 9.5 l/min

Raindance Connect 
Showerpipe 240 mm, 
Shower arm 460 mm
# 27164, -000
–  an ideal solution for renovating 

your bathroom; suitable for 
connecting to any kind of 
shower pipe 

–  Ø 240 mm plate overhead 
shower with AIR function, 
chromed brass

–  460 mm shower arm, with 
brass wall mounting plate and 
chromed wall escutcheon

–  Rain Connector, connection 
unit to switch between hand 
shower and overhead shower

–  water-conducting wall bar with 
chromed shower support

–  shower hose Isiflex XXL 1.60 m
–  baton hand shower with 

integrated coupling
–  showers equipped with 

anti-limescale system
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# 27160, -000

# 27165, -000

# 27164, -000 / # 27421, -000
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# 27166, -000
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Flow rateTechnical data

Raindance Connect Showerpipe
# 27164, -000, Ø 240 mm
# 27166, -000, Ø 180 mm
EcoFlow Version 9,5 l/min

Raindance Showerpipe
# 27160, -000, Ø 240 mm
# 27165, -000, Ø 180 mm, EcoFlow Version 9,5 l/min

# 27421, -000, Ø 240 mm
Short shower arm

Function is guaranteed from • onwards

 

1 Rain AIR

2 Whirl AIR

3 Balance AIR

4 Overhead shower

5 Baton hand shower
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Basic Set and Finish Sets Axor® and Hansgrohe®

There is one all-purpose solution when it comes to installing concealed fittings: 
The ibox universal is the first basic set to be compatible with all functions 
applicable in concealed fittings and also matches all finish sets of the Axor and 
Hansgrohe mixer lines. Whereas standard and thermostat solutions previously 
required four different basic sets, the ibox universal is suitable for six different 
functions (½  " and ¾  " installations). For the overhead showers Rainmaker, 
Rainfall and Royale you require the matching concealed thermostat with 
increased flow capacity on ibox universal base. Before the introduction of the 
ibox universal, one had to decide on a mixer line when installing the basic set. 
Today, the technology of the ibox universal leaves all options open – even after 
the construction phase. The more expensive working parts can be delivered and 
installed afterwards, together with the finish set.

Basic set ¾  ", spindle
# 15970180
Basic set ½  ", spindle
# 15973180
Basic set ½  ", ceramic
# 15974180

Basic set for Trio
# 15981180 
Basic set for Quattro
# 15930180

ibox universal
Basic set for concealed
thermostat
# 01800180
Extension 25 mm
# 13595, -000
Rosette extension
# 13596, -000
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Trio/Quattro 
diverter valve
¾  "
# 10930, -000

Shut-off valve
½  "/¾  "
# 10970, -000

Highflow 
Thermostat
½  "/¾  "
# 10715, -000

Axor® Starck

Trio/Quattro
diverter valve
with cross handle
¾  "
# 39925, -000

Shut-off valve
with cross handle
½  "/¾  "
# 39965, -000

Highflow 
Thermostat
with cross handle
½  "/¾  " 
# 39716, -000

Axor® Citterio

Trio/Quattro
diverter valve
with lever handle
¾  "
# 39920, -000

Shut-off valve
with lever handle
½  "/¾  "
# 39960, -000

Highflow 
Thermostat
with lever handle
½  "/¾  "
# 39711, -000

Axor® Citterio

Trio/Quattro 
diverter valve
¾  "
# 10930, -000

Shut-off valve
½  "/¾  "
# 10970, -000

Highflow 
Thermostat
½  "/¾  " 
# 10717, -000

Axor® Starck X

Axor® Terrano

Trio/Quattro
diverter valve
with cross handle
¾  "
# 37925, -000, 
-810

Shut-off valve
with cross handle
½  "/¾  "
# 37965, -000, 
-810

Highflow 
Thermostat
½  "/¾  ",
# 37716, -000, 
-810

Axor® Terrano

Trio/Quattro
diverter valve
with lever handle
¾  "
# 37920, -000, 
-810

Shut-off valve
with lever handle
½  "/¾  "
# 37960, -000, 
-810

Highflow 
Thermostat
½  "/¾  ",
# 37711, -000, 
-810

Trio/Quattro
diverter valve
¾  "
# 15932, -000, 
-880

Shut-off valve
½  "/¾  ",
# 15972, -000, 
-880

Highflow 
Thermostat
½  "/¾  ",
# 15715, -000,
Thermostat
# 15711, -000, 
-880

Hansgrohe® S

Axor® Carlton

Trio/Quattro
diverter valve
with cross handle
¾  "
# 17925, -000,
-090, -810

Shut-off valve
with cross handle
½  "/¾  "
# 17965, -000,
-090, -810

Highflow 
Thermostat
½  "/¾  ",
# 17716, -000, 
-090, -810

Axor® Carlton

Trio/Quattro 
diverter valve
with lever handle
¾  "
# 17920, -000,
-090, -120, -810

Shut-off valve
with lever handle
½  "/¾  ", 
#   17960, -000,
-090, -120, -810

Highflow 
Thermostat
½  "/¾  ",
# 17712, -000, 
-090, -810

Trio/Quattro
diverter valve
¾  "
# 16830, -000,
-820, -830

Shut-off valve
½  "/¾  ",
# 16871, -000,
-820, -830

Highflow 
Thermostat
½  "/¾  ",
# 16815, -000,
-820, -830

Axor® Montreux

Trio/Quattro
diverter valve
¾  "
# 18730, -000

Shut-off valve
½  "/¾  ",
# 18770, -000

Highflow 
Thermostat
½  "/¾  ",
# 18741, -000

Axor® Massaud

Trio/Quattro
diverter valve
¾  "
# 15931, -000, 
-090, -880

Shut-off valve
½  "/¾  ",
# 15971, -000, 
-090, -880

Thermostat
½  "/¾  ",
# 159710, -000, 
-090, -880
Highflow version 
on request

Hansgrohe® E

-000 Chrome, -090 Chrome/gold-optic, -120 Chrome/porcelain, -810 Satinox, -820 Brushed Nickel, -830 Polished Nickel, -880 Satin Chrome
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XXL
100

XXL
120

XXL
150

XXL
100

XXL
120

XXL
150

EcoFlow EcoFlow

EcoFlowEcoFlow

Raindance S 100 AIR 3jet
# 28504, -000, -880
Raindance S 100 AIR 1jet 
# 28509, -000, -420,
-800, -810, -880 (not shown)
Raindance S 100 AIR 3jet
# 28552, -000
EcoFlow 9,5 l/min

Raindance E 100 AIR 3jet
# 28502, -000
Raindance E 100 AIR 1jet
# 28508, -000 (not shown)
Raindance E 100 AIR 3jet 
# 28553, -000 
EcoFlow 9,5 l/min

Rainbow Set 90 cm with
Raindance S 150 AIR 3jet
# 27876, -000

Raindance S 120 AIR 3jet
Unica’S Puro Set
90 cm # 27884, -000
65 cm # 27886, -000 (not shown)

Raindance S 100 AIR 3jet 
Unica’S Puro Set
90 cm # 27880, -000
65 cm # 27882, -000 (not shown)

Raindance E 100 AIR 3jet 
Unica’D Set
90 cm # 27881, -000
65 cm # 27883, -000 (not shown)

Raindance® AIR hand showers 
and shower sets

Raindance E 150 AIR 3jet
# 28518, -000
# 28551, -000
EcoFlow 9,5 l/min

Raindance E 150 AIR 3jet
Raindance Unica Set
90 cm # 27874, -000
150 cm # 27888, -000 (not shown)

Raindance S 150 AIR 3jet
# 28519, -000, -880
# 28550, -000
EcoFlow 9,5 l/min

Raindance E 120 AIR 3jet
# 28507, -000

Raindance E 120 AIR 3jet
Unica’D Set
90 cm # 27885, -000
65 cm # 27887, -000 (not shown)

Raindance S 120 AIR 3jet
# 28514, -000, -880
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EcoFlow EcoFlow

EcoFlowEcoFlow

Rain AIR Whirl AIR Balance AIRFlow rate

Water-saving Raindance hand showers
Equipped with Ecoflow 9,5 l/min

Raindance E 150 AIR 3jet
# 28518, -000

Raindance E 120 AIR 3jet
# 28507, -000

Raindance E 100 AIR 3jet
# 28502, -000

Raindance S 150 AIR 3jet
# 28519, -000

Raindance S 120 AIR 3jet
# 28514, -000

Raindance S 100 AIR 3jet
# 28504, -000

Raindance E 150 AIR 3jet
# 28551, -000

Raindance S 150 AIR 3jet
# 28550, -000

Raindance E 100 AIR 3jet
# 28553, -000

Raindance S 100 AIR 3jet
# 28552, -000

EcoFlow System
The three-part flow 
dimmer maintains a 
consistent, pre-defined 
flow rate of 9.5 l/min. 
Fluctuations in pressure 
are automatically 
adjusted regardless of 
the flow pressure: The 
elastic precision O-ring is 
pressed into the control 
star in relation to the 
flow pressure and lets 
more or less water pass 
accordingly.

Housing

Control star

Precision O-ring

Function is guaranteed from • onwards
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ibox® universal

The ibox universal is a flexible, noise-proof system ideal for 
all types of concealed installation of overhead showers, hand 
showers and side showers.

ibox universal
# 01800180

Installation with rotational 
symmetry The symmetrical 
construction of the ibox 
universal makes all connections 
equal. It is important that the 
cold water is on the right and 
the hot water is connected 
opposite to it. When using a 
shower mixer the top or bottom 
connection point can be used.

A variety of installation 
possibilities Co-ordinated 
with all current installation 
systems, connection variations 
and fittings, the ibox universal 
offers truly universal installation 
options by means of a flexible 
adjustment ring, mounting 
options on two levels and ¾  " 
connections.

Simplified rinse out 
The supplied rinse block, 
which can be fitted in various 
positions, makes it possible 
to rinse pipes right through, 
according to DIN 1988.

Completely sealed Rubber seals 
on all four connection points 
and a splash-resistant sealing 
collar keep the brickwork dry 
on all sides.

Soundproof The brass body 
of the ibox universal rests on 
seals, so that the sound of 
water-conducting parts cannot 
be transferred through the wall. 
Screwing the supporting collar to 
the ibox universal housing - and 
not to the function block - prevents 
sound being transferred through 
to the tiles.

Safe and economical The universal 
basic set comprises the connection 
block only. The valuable function 
block is supplied later, together 
with the finish set, when it is 
fitted. This makes expensive 
warehousing unnecessary and 
prevents problems like theft, dirt or 
frost occurring during the building 
phase.

Everything included Concealed 
single lever bath mixer with 
integrated safety combination 
for bath spout, with overflow 
and waste system (Exafill). 
Hansgrohe’s unique, integrated 
safety combination means it is 
not necessary to use an external 
pipe interrupter (EN 1717), which 
reduces installation costs and 
maintenance expenses.
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Whether on or in the wall, or in an installation mounted onto the 
wall – all you have to do with the imodul before tiling is to connect 
hot and cold water. After tiling, just mount the ibox universal’s 
ready-to-use thermostat unit and the chosen shower family, and 
your high-quality personalised shower cabin is ready – all with a 
minimum of installation work.

Completely pre-assembled and ready for use, the imodul is 
the ideal basis for the concealed installation of all parts of 
the Raindance shower families: Concealed thermostat on ibox 
universal base, ¾  " Quattro shut-off and converter valve.

imodul®

imodul
# 13615180
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Water is a precious commodity that is becoming increasingly expensive. It is 
therefore worthwhile to invest in water-saving technology for a family home or 
for larger apartment and office complexes. The AquaCycle from Pontos offers 
a solution that makes sense both ecologically and economically. The concept: 
water from the shower, bathroom and hand basin is recycled and used a second 
time for toilet, washing machine, cleaning or watering. The AquaCycle received 
the 2005 Innovation Award for Architecture and Engineering.

Pontos AquaCycle®

Reduce operating costs by recycling shower water

Custom solution for your water recycling
The AquaCycle product range can be adapted to individual 
requirements and water consumption and is suitable for detached 
family homes as well as industrial buildings. There is a particularly 
high potential for saving water in apartment blocks, sports facilities 
and office buildings that provide showers. The AquaCycle has a 
water treatment capacity of 600 – 10,000 l/day; larger systems are 
available on request. Custom-made pressure increasing systems are 
included with delivery; rainwater feed is available as an additional 
fitting.

For more information, visit www.pontos-aquacycle.com

1. Pre-filtration
Sediments are washed away into the main 
wastewater drain. Larger particles like hair 
and textile fragments are filtered out. 
The filter is then automatically flushed.

2. Dual biological treatment
The dirt particles in the water are 
decomposed by bio-cultures in the pre 
and main recycling chambers. The water 
is pumped on in three hour intervals.

3. Sediment disposal
The organic sediments which are produced 
during the recycling process are regularly 
sucked out from the chambers and diverted 
into the wastewater drain.

4. UV-sterilisation
On the way to the clear water storage 
chamber, the water flows through a UV-light 
lamp which disinfects it. The high quality 
of the water now conforms with the EU 
Directive for Recreational Water.

5. Automatic freshwater feed on demand
Should the supply in the storage unit drop 
below a certain level, freshwater will 
automatically be fed to ensure that there 
is always sufficient water.

Shower and bath water Clear water 

Recycling with AquaCycle®
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A new model for overhead showers has 
been created: Raindance AIR overhead 
showers combine the desire for large 
dimensions and original shower pleasure, at 
the same time making your bathroom even 
more convenient and functional. 

What are the new basic technical 
specifications? What needs to be considered 
during planning and installation? For 
example, what changes do higher 
throughflow and drain capacities require? 
How do Raindance AIR overhead showers 
go together with basic sets and finish sets? 

This technical manual answers all your 
questions regarding planning and 
installation. The Raindance AIR overhead 
showers are presented along with their 
design, functionality and technical data. 

A useful addition: you can download 
further technical product information 
at www.hansgrohe.com.

Hansgrohe · P.O. Box 1145 · D-77757 Schiltach · Tel. +49 7836 51-0 
Fax +49 7836 51-1300 · info@hansgrohe.com · www.hansgrohe.com
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